
BLACK TAK GREASE

DESCRIPTION
Black Tak Grease is specifically developed to provide superior heavy duty industrial performance across a wide range of equipment. It is an extreme pressure,
5% molybdenum disulphide grease that provides excellent boundary protection from shock and wear under load. With an exceptional 800kg 4 ball weld load,  
Black Tak is able to keep protecting equipment in the harshest environments. It has excellent water washout resistance and provides extended lubrication intervals  
in the harsh conditions of mining, earthmoving and construction. Black Tak is a mixed metal complex grease blended from selected base stocks incorporating  
high performing extreme pressure and water resistance additives, molybdenum disulphide anti-wear plus oxidation, corrosion and wear inhibitors.

SUMMARY OF BENEFITS 
• Excellent extreme pressure, boundary protection and anti-wear properties 
•Excellent resistance to water spray off and wash out 
•Excellent protection against rust, oxidation and wear assisting troublefree operation 
•Contains a optimised level of molybdenum disulphide to protect against impact, sliding mechanisms and assist extended lubrication intervals 

APPLICATIONS
Black Tak is designed primarily as a severe heavy duty mining, erthmoving and construction equipment grease. Ideally suited to the lubrication of highly
loaded bucket pins, plain ad rolling element berings and able to be used in hydraulic and pneumatic hammer applications, Black Tak is a highly versatile
multi-application grease for use in the harshest of conditions.
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GO THE DISTANCE

TECHNICAL DATA SHEET

BLACK TAK GREASE TEST METHOD UNITS
NLGI - 2

THICKENER - MIXED METAL COMPLEX

COLOUR - GREY/BLACK

TEXTURE - SMOOTH, TACKY

WORKED PENETRATION @ 25ºC ASTM D217 280

DROPPING POINT ºC ASTM D2265 260

OIL SEPARATION % ASTM D1742 2%

COPPER CORROSION (3HRS @ 100ºC) ASTM D130 Ib

RUST PREVENTIVE PROPERTIES

48HRS @ 52ºC

ASTM D1743 BEARINGS:

A, B, C PASS

WATER WASHOUT, 39ºC ASTM D1264 <1%

TIMKEN, OK LOAD, KG ASTM D2509 25

4-BALL EP WELD POINT, KG ASTM D2596 800

4-BALL WEAR SCAR, MM ASTM D2266 0.52

BASE OIL VISCOSITY, cSt AT 40ºC ASTM D445 500

MOLYBDENUM DISULPHIDE CONTENT - 5%

GULF WESTERN PREMIUM QUALITY LUBRICATING OILS (AUST) PTY LTD

Typical characteristics are only a guide to industry and are not necessarily manufacturing or marketing specifications and do not constitute any legal liability.

STORAGE INSTRUCTIONS & HEALTH, SAFETY AND ENVIRONMENT INFORMATION
All packages should be stored under cover to avoid the possible ingress of water and the obliteration of drum markings. Products should not be stored above 
60°C. Health, safety and environmental information is provided for this product in the relevant Materials Safety Data Sheet, which can be obtained by 
contacting Gulf Western Oil on: 02 9673 9600.
 

AVAILABLE PACK SIZES
180KG - #40052, 20KG - #42052, 450GM - #40452 September 2022


